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Semi-transparent elements for glass 

 
Product 

 

Producer / 

CH supplier 

 

Address 

 

 

 

Contact 

Product specifics 

As with any standard architectural glass, Light Thru Type can be specified to meet the needs of practically 

any glazing installation. Modules can be fabricated into insulated glass units with variable cell size, type, 

and color options available. There is flexibility in adjusting the spacing between cells to modify light trans-

mission levels.  
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Technology:  

Power [W]: 

Size [mm] L, w, t: 

Specific power [W/m2]: 

Price [CHF/m2]: 

Module weight [Kg]:   

Specific weight [Kg/m2]: 

Min. tilt: 

Custom made: 

Certifications: 

Light thru type 

1/2 

Monocrystalline, multicrystalline 

80-736 

1000-3000 x 1000-2000 x 3.2-12 

80-122.7 

n.d. 

n.d. 

n.d. 

n.d. 

Dimensions, colored cells 

IEC61215, IEC61730 

 
Light thru type 

 
MSK Corporation 

 

 

Canada House 

272 Field End Road, Eastcote 

UK- Middlesex HA4 9NA  

 

Tel: +44 8582 0393 

Fax: +44 8582 0394 

Mail : sales.europe@suntech-power.com 

Web: www.msk.ne.jp 

          www.suntech-power.com 
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